
Baying/mounting plate

System accessories

7Baying enclosure system VX25 Further technical information available on the Internet.

Quick-fit baying clamps
◾ For all-round installation on the baying point
◾ May be flexibly positioned to avoid collisions with 

installed equipment
◾ Simply tighten the screws, tap in the quick-fit 

baying clamp, pull the enclosures together and 
secure

◾ Additional mounting level between bayed 
enclosures, e.g. for mounting cable ducts

Material: 
– Sheet steel

Surface finish: 
– Zinc-plated

Supply includes:
– Assembly parts

Packs of Model No.

6 pc(s). 8617.506

Baying seal
May be used individually for baying on all existing 
enclosure sizes. The seal sits securely all around the 
section edge, and is easily removed at any time 
without leaving any residues. It is also reusable. Material: 

– EPDM 

Supply includes:
– 8 m

Packs of Model No.

1 pc(s). 8617.507

Partial mounting plate holder 
for partial mounting plate VX
The partial mounting plate may be fitted set back by 
20 mm behind the enclosure frame using the partial 
mounting plate holder, and also fastened directly to 
the frame from the outside. The partial mounting 
plate is also removable from the inside for servicing.

Material: 
– Sheet steel

Surface finish: 
– Zinc-plated, passivated 

Supply includes:
– Assembly parts

Packs of Model No.

4 pc(s). 8617.655


